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TECHNICAL CHARACTERISTICS: 

ADDED VALUE: 

D series desiccant dryers have TWIN TOWER tech-
nology and process air flows of 80 to 150 m3/h and 
dew point value 
of up to -50°C, that make it possible to satisfy all 
and any production requirements. 
They are suitable for hygroscopic polymers pro-
cessing.

ACCESSORIES:

•	Microprocessor controller with LCD display and easy program-

ming (just type of material, selectable from the database, and 

consumption/h). 

•	Single- or multi-hopper configuration. 

•	Regeneration cycle monitoring. 

•	Automatic stop to avoid granule degeneration. 

•	Automatic cooling water control valve

•	Solid-state relays 

•	Blower and molecular sieve protection filters. 

•	ModBus RTU/TCP interface.

•	Dew point meter.

•	7” Colour touch screen.

•	STABLE PROCESS
PID process temperature control.

•	EASY MANAGEMENT 
The interface with keyboard and multi-language digital display 
provides constant monitoring of the machine, by highlighting 
the key parameters such as temperature and dew point.
 
•	AIRFLOW MANAGEMENT (AFM)
The microprocessor optimises the operating parameters (air 
flow rate and temperature) according to material and output, 
resulting in energy savings.    Additionally, it prevents polymer 
degradation.
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Technical data

Unit of 
measure D800 D801 D802

Air flow rate m3/h 80 120 150

Process temperature
MT °C 60-140 60-140 60-140

HT °C 60-180 60-180 60-180

Dew point °C -40 -40 -50

Process blower power kW 0,85 1,3 1,5

Process heating power
MT kW 2 2 3,5

HT kW 3,5 3,5 5

Regeneration heating power kW 1,5 1,5 2

Total installed power
MT kW 3,8 4,6 7,0

HT kW 4,3 6,1 8,5

Voltage/Frequency V/Hz 400/50-60

Air connectors (A-B) mm Ø50

Dimensions WxDxH mm 660x760X1610

Weight kg 190 200 210


